
3 3* Mate r i a l :  CFR-PP (Re in fo r ced  * Capacity: 2.5m /h~100m /h

Polypropylene) * Head: 10m~40m

o o* High intensity & chemical corrosive- * Fluid Temperature: -14 C ~ +80 C

resistant * A p p l i c a t i o n :  c h e m i c a l , f o o d ,  

* Su i tab le  fo r va r ious  co r ros ive p h a r m a c e u t i c ,  p a p e r m a k i n g ,  

chemical material such as acid, e n v i r o n m e n t a l  c o n t r o l , w a t e r  

alkali. treatment, etc.

PPZH SERIES~Self Priming With Pedestal

Chemical Corrosive-Resistant
Self Priming Centrifugal Pump

PPZH Series
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SPECIFICATIONS DATA

Capacity Head Efficiency Speed Priming Priming Power

m3/h m % rpm Head (m) (sec/m) kw mm inch mm inch

25PPZH-10 2.5 10 49 2900 6 60 0.75 25 1 25 1

32PPZH-11 3.5 11 49 2900 6 60 0.75 32 1-1/4 32 1-1/4

40PPZH-18 11 18 49 2900 6 60 1.5 40 1-1/2 32 1-1/4

40PPZH-20 11 20 49 2900 6 60 1.5 40 1-1/2 32 1-1/4

50PPZH-20 13 20 49 2900 6 60 2.2 50 2 40 1-1/2

50PPZH-22 13 22 49 2900 6 60 2.2 50 2 40 1-1/2

65PPZH-25 20 25 53 2900 6 60 4 65 2-1/2 50 2

80PPZH-30 50 30 67 2900 6 60 7.5 80 3 65 2-1/2

100PPZH-40 100 40 71 2900 6 60 18.5 100 4 80 3

Model
Inlet Outlet



L L1 L2 L3 L4 B B1 B2 H H1 H2 D1 D2

25PPZH-10 520 100 325 150 50 310 190 255 147 33 100 85

32PPZH-11 520 100 325 150 50 310 190 255 147 33 100 85

40PPZH-18 740 255 355 105 70 300 220 290 207 40 95 95

50PPZH-20 760 255 355 105 70 300 220 290 210 43 95 95

Overall Dimensions (mm)
Model

1. Inlet Flange----------CFR-PP

2. Front Pump Cover--CFR-PP

3. Outlet Flange--------CFR-PP

4. Priming Plug---------CFR-PP

5. Pump Body-----------CFR-PP

6. Impeller---------------CFR-PP

7. Rear Pump Cover---CFR-PP

8. Mechanical Seal----WB A-352

9. Shaft------------------Stainless 
Steel 1Cr18Ni9Ti

10. Frame---------------Cast Iron 
HT200

11. Oil Plug--------------CFR-PP

12. Fasten Screw------Stainless 
Iron 3Cr13

13. Coupling------------Cast Iron

14. Base-----------------Cast Iron

15. Motor

STRUCTURE & INSTALLATION DIMENSIONS

CHEMICAL CORROSIVE-RESISTANT PUMP
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